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ABSTRACT 
Thermoelectric devices enable direct, solid state conversion of heat to electricity and vice versa. Rather than designing the shape of thermo 
electric units or legs to maximize this energy conversion, the cuboid shape of these legs has instead remained unchanged in large part 
because of limitations in the standard manufacturing process. However, the advent of additive manufacturing (a technique in which 
freeform geometries are built up layer by layer) offers the potential to create unique thermoelectric leg geometries designed to optimize 
device performance. This work explores this new realm of nove! leg geometry by simulating the thermal and electrical performance of 
various leg geometries such as prismatic, hollow, and layered structures. The simulations are performed for two materials, a standard 
bismuth telluride material found in current commercial modules and a higher manganese silicide material proposed for low cost energy 
conversion in high temperature applications. The results indude the temperature gradient and electrical potential developed across 
individual thermoelectric legs as well as thermoelectric modules with 16 legs. Even simple hollow and layered leg geometries result in larger 
temperature gradients and higher output powers than the traditional cuboid structure. The clear dependence of thermal resistance and 
power output on leg geometry provides compelling motivation to explore additive manufacturing of thermoelectric devices. 
1. THERMOELECTRICS OVERVIEW
Thermoelectric devices provide the ability to convert heat into 
electricity or pump heat, so they have applications in both power 
generation and localized heating/cooling. As solid state devices, they 
have no moving parts. The structure of a conventional thermoelectric 
device is depicted in Fig. 1.1 Individual un.its of thermoelectric mate
rial ( often referred to as "legs" or "pins") are connected electrically 
in series and thermally in parallel. The legs are physically attached to 
electrical connectors arranged on electrically insulating ceramic 
plates. The resulting device un.it is called a thermoelectric module. 
Thermoelectric modules are often integrated into heat exchangers to 
interface with a heat source or coolant 
As solid state energy conversion devices, thermoelectric device 
perfurmance hinges on the Seebeck effect in the active thermoelectric 
materials. The Seebeck coefficient S is a material property, which 
denotes the ratio of the electrical potential to the temperature gradi 
ent across the material, so a high Seebeck coefficient is favorable. 
As such, n and p type degenerate semiconductor materials with 
high S are typically grouped in coupled legs. In order to maintain a 
large temperature gradient across the material and facilitate electrical 
carrier transport through it, low thermal conductivity k and high 
electrical conductivity a are desirable intrinsic thermoelectric mate 
rial properties. There have been detailed reviews of the physics and 
design of thermoelectric materials,2--4 and there has been some work 
investigating the impact of thermoelectric leg design on module 
performance. Section I A describes prior investigations about the 
impact of geometric and system level parameters on thermal man 
agement and thus device performance. 
A. Thermal resistance considerations
Designing the thermal resistance of ind.ividual legs as well as 
the collection of legs in a module is critical to thermoelectric device 
design because the temperature gradient across the thermoelectric 
legs directly determ.ines the electrical potential, which develops 
across the legs. These thermal resistances impact the device
efficiency and power output. In a simple, 1D, steady state heat
transfer model of a thermoelectric device, the temperature gradient
ΔT across the device is proportional to the heat transfer rate q
through the device and the thermal resistance Rt of the device:
ΔT = qRt. The thermal resistance is composed of both intrinsic
material properties and extrinsic properties such as geometric
dimensions, and each component or feature of the device has an
associated thermal resistance, resulting in a thermal resistance
network for the overall device. The impact of these thermal resis
tances on system performance has been investigated and resulted
in various insights into designing the thermal resistance of the
thermoelectric module relative to the thermal resistance of the
other system components.5–10
The thermal resistance of the module depends heavily on the
thermal resistance of the legs. Analyses of individual leg resistances
and thermal interactions between legs have focused largely on an
optimal leg aspect ratio and a fill factor (the proportion of a thermo
electric device’s area, which is occupied by thermoelectric material).
The typical leg geometry is a cuboid in which the leg has a rectangu
lar cross section whose area is the same for the entire leg length.
The cuboid geometry causes practical challenges in thermoelectric
device design and optimization. Since the material properties are
temperature dependent and the properties of n and p type materials
in the same device differ from each other, the optimal length and
cross sectional area of the n and p type legs might not match.
Given the conventional device geometry depicted in Fig. 1, variations
in length are impractical since all legs must be of the same length.
Segmented or cascaded legs overcome this limitation to some extent
since they enable the customized design of the leg material properties
in relation to the temperature at each point along the leg.11–15 Often,
module designers will determine the optimum fill factor and/or
leg aspect ratio to optimize device performance (e.g., maximize
efficiency or power output).16–19 One of the critical challenges in
thermoelectric device reliability stems from the differing thermal
expansion coefficients between the various thermoelectric materials
and the metal electrical connectors to which the legs adhere. The
coefficient of thermal expansion variation leads to regions of high
stress and oftentimes cracking. An innovative approach to overcome
challenges with leg length, cross sectional area, and thermal expan
sion differences involved an alternative connector shape. A “Y”
shaped connector sandwiched between the n and p type legs
changed the orientation of the electrical connectors with respect to
the legs and overcame some of the critical challenges posed by the
conventional device geometry.20
In spite of the extensive work on thermoelectric material and
device development, there has been limited consideration of alterna
tive leg geometries, beyond conventional cuboid shapes of the same
length. Cylindrical legs have been made to wrap around curved
surfaces, namely, pipes carrying a hot fluid.21–23 More recent work
demonstrated the impact of alternative geometries through which
the fill factor could be greater than 1, and a prototype of printed,
thick film thermoelectric elements in circular geometries was
created.24,25 Patents issued over a decade ago describe the potential
of legs with varying lengths and cross sections within a module.26,27
Theoretical analysis of trapezoidal leg geometries indicates that these
geometries can lead to higher device efficiency.28–30
B. Manufacturing influences on leg geometry
If influencing the thermoelectric leg and device thermal resis
tances is so heavily dependent on leg geometry, why then are leg
geometries so limited? The answer reveals an underlying limitation
on the development of thermoelectric devices. The leg and device
geometries have been dictated largely by the conventional device
manufacturing process, which limits the leg shape to a cuboid
geometry.31 Indeed, the study of trapezoidal leg geometries presents
the concept of changing leg width as a function of leg length, but it
cites manufacturing feasibility as a justification for considering only
trapezoidal geometries.28
Recent work indicates that these manufacturing limitations
could be overcome. Additive manufacturing building a part
layer by layer provides the ability to make freeform shapes and
removes many of the geometric constraints of conventional, sub
tractive manufacturing processes. Although additive manufacturing
(colloquially known as 3D printing) has become prolific, its applica
tion to thermoelectric materials and devices is relatively new.
Additive manufacturing techniques have been shown on multiple
low and high temperature thermoelectric materials such as bismuth
telluride,1,32–36 higher manganese silicide (HMS),37 half Heusler,38
and skutterudite,39 thus demonstrating the feasibility of the manufac
turing approach for these semiconductor materials. These advances
in manufacturing capability open the door to a myriad of thermo
electric leg geometries, which were previously unrealistic: a new fron
tier in thermoelectric leg design is open.
This work aims to embark on the exploration of this frontier.
We simulate traditional (square/cuboid, cylindrical), previously pro
posed (trapezoidal), and entirely new (triangular, hollow, layered) leg
geometries. While not optimized for any particular performance
metric, the layered leg geometries showcase the capability of additive
manufacturing over traditional manufacturing mechanisms. In a
subtractive manufacturing approach, the layered geometry would be
FIG. 1. Schematic of a conventional thermoelectric module. Reproduced with
permission from El Desouky et al., J. Manuf. Process. 25, 411 417 (2017).
Copyright 2017 Elsevier.
practically untenable since it would require individually milling every
leg or stacking leg units together (and thus introducing detrimental
thermal and electrical interface resistances). The modeling results
demonstrate the impact of leg geometry on temperature gradients,
thermal resistance, and electrical potential for both individual legs
and a module with several legs. Both low and high temperature
scenarios are modeled using bismuth telluride and higher manganese
silicide legs.
II. MODELING APPROACH
The impact of individual leg geometry on thermal resistance
was investigated with a finite element method analysis implemented
with a tetrahedron polygon mesh in COMSOL Multiphysics soft
ware. The adaptive mesh feature in COMSOL was used to determine
the mesh size for each leg geometry. Between 6 and 10 tetrahedra
along the leg’s z axis were used to calculate the temperature and
voltage gradients, and each tetrahedron is 0.7 1.2 mm long. Four
basic leg geometries were investigated. In the discussion, they will be
referred to as triangular, square, circular, and trapezoidal in reference
to their nominal shape. Three variations of the geometries were
investigated: filled, hollow, and layered. Figure 2 shows these leg
geometric variations. The filled square geometry is typical and repre
sents what is found in most commercial modules; however, conven
tional modules sometimes have legs with rectangular cross sections
where the cross sectional dimensions are selected to optimize perfor
mance. Since recent studies have investigated the trapezoidal geome
try as a representation of varying the cross section along the leg
length, the trapezoidal geometry is also modeled here, enabling
comparison between our results and this proposed geometry.
The trapezoidal geometry was modeled only in a filled variation, per
the prior studies, but the orientation of the trapezoid was varied.
The small and large bases of the trapezoidal legs have dimensions of
2 × 2mm2 and 4 × 4mm2, respectively. The volume of each leg was
fixed at 63mm3 and does not vary between leg geometries. With the
exception of the trapezoidal geometries, the surface area at the cons
tant temperature boundary was held constant. Table I presents the
legs’ projected area (equivalent to the largest cross sectional area
along the leg’s length) and the total surface area.
A constant temperature boundary condition was applied to
the bottom surface of the geometries. The bottom side is the “hot
side,” and the top surface is the “cold side.” For the individual leg
simulations, the top surface boundary condition is a radiative heat
flux condition. In the module simulations, the legs’ top surfaces are
connected to metal shunts. There is heat conduction from the leg
to the metal shunt, and there is a radiative heat flux condition from
the top of the metal shunt. In all simulations, the steady state anal
ysis accounted for heat conduction within the leg and the electrical
potential developed across the leg due to the Seebeck effect. Heat
conduction is determined by Fourier’s law,
q
Q ¼ k∇T , (1)
where q
Q
is the heat flux vector and k is the thermal conductivity of
the material. The electrical potential at each node was determined
with the Seebeck relationship,
E
Q ¼ S ∇Q T , (2)
FIG. 2. Schematic of leg geometries modeled where the geometries are (a) triangular (hollow), (b) square (hollow), (c) circular (hollow), (d) trapezoidal (large base),
(e) triangular (filled), (f ) square (filled), (g) circular (filled), (h) trapezoidal (small base), (i) triangular (layered), ( j) square (layered), and (k) circular (layered). The square
(filled) geometry (f ) approximates the conventional leg geometry. Arrows show the normal to the surface for the purposes of the radiation analysis. The inset shows the
adaptive meshing used. (l) Schematic cross section of the square layered geometry.
where E
Q
, S, and T are the vector of the electric field intensity
(or gradient of the electrical potential), Seebeck coefficient, and
temperature, respectively. The open circuit voltage Voc was deter
mined from the Seebeck effect and temperature gradient. The
maximum current density is
jJQmaxj ¼ ImaxA ¼ jJ
Q
x,maxj
2 þ jJQy,maxj
2 þ jJQz,maxj
2
r
, (3)
where A is the cross sectional area of the leg at a given position
and Jx,max, Jy,max, and Jz,max are the current density tensor compo
nents at a given position. The maximum current density was
obtained by modeling the leg under a short circuit condition. The
internal electrical resistance of the leg, Rint, is Voc/Imax. The voltage
across each leg, U, as a function of the current through the leg, I, is
U ¼ Voc IRint : (4)
The output power of the leg, P, is then
P ¼ IU ¼ IVoc I2Rint : (5)
The area normalized output power was calculated as P/Amax,
where Amax is the maximum projected area (the area projected
onto the base plane).
Two materials were modeled: bismuth telluride and higher
manganese silicide (HMS). The former is a standard, low tempera
ture thermoelectric material found in the majority of off the shelf
thermoelectric devices. The results for bismuth telluride legs and
modules enable the reader to compare this work’s results with
those of other studies, which have investigated versions of the filled
square geometry [Fig. 2(f )]. On the other hand, HMS is a newer
material targeted at mid to high temperature operating conditions,
and it is potentially lower cost than alternative materials because
it is composed of readily available elements. For the model, the
intrinsic, temperature dependent material properties from experi
mental measurements were used. Experimental details for HMS
(MnSiy where 1.73 < y < 1.77), including its emissivity, are reported
elsewhere,40 and the temperature dependent functional forms of
the Seebeck coefficient, electrical conductivity, and thermal
conductivity valid for the temperature range 30 °C 530 °C are as
follows:
S (VK1) ¼ 1:76 105 þ 5:63 107 T 3:27 1010 T2,
(6)
σ (Sm1) ¼ 7:82 104 128:17 T þ 7:45 102  T2, (7)
k (Wm2 K1) ¼ 4:79 4:82 103  T þ 2:96 106  T2:
(8)
The properties for bismuth telluride were extracted from
Ref. 2 where the measured properties for n type Bi2Te2.7Se0.3 and
p type Bi0.5Sb1.5Te3 are reported. The n type material properties
were used for the single leg results reported here, and the func
tional forms valid for the temperature range −100 °C to 70 °C are
provided below,
S (VK1) ¼ 3:18 105 9:73 107  T þ 1:14 109  T2,
(9)
σ (Sm1) ¼ 450 156:76 1988:01 T þ 2:64 T2, (10)
k (Wm1 K1) ¼ 4:33 1:74 102  T þ 2:64 105  T2:
(11)
The properties were treated as isotropic properties. A constant
temperature thermal boundary condition of 400 °C and 70 °C was
applied to the hot side of the HMS and bismuth telluride legs,
respectively.
Radiative heat transfer was incorporated in the individual leg
models; radiation between surfaces existing on each leg was consid
ered. For example, in a hollow leg structure, the radiation between
interior surfaces was modeled. The surfaces for which radiation in
individual legs was considered are indicated in Fig. 2 with arrows
orthogonal to the relevant surfaces. Adaptive meshing was used to
resolve the surface to surface radiation. The mesh in the space
between surfaces results in a spatial resolution of approximately
1 mm2 (the mesh tetrahedron size). Heat transfer by radiation was
modeled with the Stefan Boltzmann law,
~n  qrad ¼ εσs(T4 T41), (12)
where n! is the normal vector to the boundary, ε is the emissivity
of the material, σs is the Stefan Boltzmann constant, T is the tem
perature of the meshed domain, and T∞ is the ambient temperature
set as 20 °C. For HMS, the emissivity was measured experimentally
at 0.6.40 The emissivity of bismuth telluride was taken as 0.66 from
Ref. 41, but this material property is not widely characterized for
thermoelectric materials, even a common one such as bismuth
telluride.
In addition to analyzing individual legs, the thermal interaction
between legs was investigated using a module geometry consisting of
TABLE I. Projected area (in mm2) for the leg geometries modeled; the leg total
surface area values, including interior surfaces that face other surfaces, are shown
in parentheses. For the trapezoidal cross section, the area values are the same
regardless of the leg orientation (i.e., large or small base).
Vertical
classification
Nominal classification
Triangular Square Circular Trapezoidal
Hollow 18 (270.8) 18 (220.8) 18 (197.7)
Filled 9 (113.7) 9 (102.0) 9 (92.4) 16 (104.9)
Layered 15 (182.4) 15 (170.9) 15 (161.5)
eight leg couples where each couple has a p and n type leg. Many
modules are evacuated, particularly to avoid oxidation in modules
operating at mid to high temperatures. The models presented here
consider vacuum conditions, so radiative heat transfer between the
legs was considered in addition to radiation between the surfaces on
each leg (i.e., between the layer surfaces of the layered geometry). In
some devices, the space between the legs is filled in insulating foam,
and radiative heat transfer would not be present. In those cases,
the temperature gradient across the legs would be larger than that
predicted in this simulation, and the variation between legs in a
given module would not be present.
The module simulations were conducted for a module with 8
legs of p type Bi doped HMS and 8 legs of n type Bi doped Mg2Si,
so the module consisted of 8 couples where each couple had one
p type and one n type leg. The module was modeled with the ther
moelectric legs adhered to metal connectors (copper) using a metal
lic braze material (nickel). The electrical contact resistance of this
braze contact between the thermoelectric material and the metal
shunt was included in the model according to the values measured
experimentally.42 New thermoelectric modules that enable adaptive
design have been made without a top substrate.43 This design
reduces the mechanical stress induced in the thermoelectric material
due to the differences in thermomechanical properties (e.g , coeffi
cient of thermal expansion) of the substrate, metal shunts, and
thermoelectric materials.40 The reduction of mechanical stress in
thermoelectric modules improves reliability, particularly in applica
tions with thermal cycling. The reduced substrate research and
development advancement is incorporated in these module simula
tions; there is no top (cold side) substrate. Therefore, there is no
hot to cold substrate radiation, and the absence of this radiation
component further emphasizes the temperature gradients resulting
from changes in the leg geometry.
III. RESULTS
A. Single leg results
The influence of leg geometry on the resulting temperature
gradient, Seebeck voltage, and current was determined. Figure 3
FIG. 3. Gradients in temperature and electrical potential along thermoelectric legs of different geometries; the “hot side” is at the bottom of the legs. Top panels (a) and
(b) show the results for higher manganese silicide. Bottom panels (c) and (d) show the results for bismuth telluride. (a) and (c) show the surface temperature variation
along the length of the leg. (b) and (d) show the surface electrical potential (in the open circuit) resulting from the Seebeck effect.
shows the temperature gradient and open circuit electrical poten
tial, VOC, for legs of each geometry and two types of materials,
HMS and Bi2Te2.7Se0.3. The results for all of the legs are shown in
each figure panel; however, the legs were modeled individually,
not collectively as a module. Table II reports the temperature
gradient across the leg as well as the gradient normalized by the
leg’s projected area. Because the model incorporates each materi
al’s temperature dependent thermal conductivity and the cross
sectional area of the layered legs varies as a function of leg length,
there is no direct relationship for determining the leg thermal
resistance in the manner described in Sec. I. However, the temper
ature gradient and the area normalized temperature gradient
provide a conceptual understanding of the resistance to heat
transfer, particularly comparing relative values between legs of
different geometries.
The leg geometry noticeably influences the temperature differ
ence and electrical potential across the leg. In spite of the
surface to surface radiation present within the hollow and layered
geometries, the heat transfer rate is lower in the hollow and layered
geometries compared to their filled counterparts. The effective
thermal resistance of the hollow and layered geometries is higher
than those of their filled counterparts. In particular, the tempera
ture gradients across layered leg geometries are even larger than
those for the other geometries despite the radiative heat transfer
between the multiple layers of the layered geometries. The pro
nounced enhancement (an increase in thermal resistance) due to
the layered structure stems from the impact of the leg geometry on
the thermal resistance. Since the electrical potential directly relates
to the temperature gradient, these thermal trends extend to the
open circuit voltage developed across each of the leg geometries.
Generally, the temperature difference across the triangular leg
is larger than that across the conventional square leg, which is
larger than that across the cylindrical geometry. For the trapezoidal
shape, the orientation with the small base (smaller cross section at
the hot side) results in a larger temperature gradient than the large
base orientation. The trapezoidal shape was previously modeled
with constant properties without incorporating the temperature
dependence of the thermoelectric material properties.28 To investi
gate the impact of the properties’ temperature dependence on the
temperature gradient across the leg, we also conducted the
simulation with constant properties where the properties were
taken at the average temperature (the average of the maximum and
minimum temperatures). For the large base trapezoidal leg, the
temperature gradients for the temperature dependent and constant
properties scenarios were 50 °C and 49 °C, respectively. For the
small base trapezoidal leg, the temperature gradients for the
temperature dependent and constant properties scenarios were
88 °C and 87 °C, respectively. This comparison demonstrates that
the leg geometry impacts the temperature gradient more than the
temperature dependence of the material properties.
The electrical resistance is also relevant in comparing the
various geometries because changes in the cross sectional area
leading to higher thermal resistance necessarily increase electrical
resistance. Additionally, the electrical resistivity is temperature
dependent. Dividing the open circuit voltage by the short circuit
current yields the electrical resistance; it is the slope of the voltage
vs current plot shown in Fig. 4. For legs with the filled cross
section, the electrical resistances are similar since the cross
sectional areas of these legs are the same. However, the Voc of the
square leg is lower than that of the triangular leg, and the Voc of
the circular leg is the lowest. The Voc variation results from the
temperature gradients discussed above. Since the cross sectional
area for current transport is the same for hollow geometries as for
the filled ones, the electrical resistances of the hollow geometries
are similar. The hollow geometries have slightly higher Voc values,
again due to the variation in thermal gradients across the legs. The
relevant cross sectional area for current transport varies along the
leg length for the layered geometries. Since there are regions of
smaller cross sectional area, the resistances of the layered legs are
higher than the other geometries, which are also consistent with
the thermal resistance results. The trapezoidal geometries have
higher internal resistances than the conventional square filled
geometry. The trapezoidal leg with the small base has a similar Voc
as the hollow legs (which is significantly higher than that of the
filled legs), but the layered legs have the highest Voc.
The theoretical power output for each leg geometry was deter
mined as a function of electrical current, and the values are
reported in Fig. 5(a). The output electrical power is higher for the
triangular leg compared to the square and cylindrical legs because
there is a larger temperature difference across the triangular leg but
TABLE II. Temperature gradient across each leg (in °C); the area normalized temperature gradient (in °C/mm2) is reported in parentheses. The latter is the temperature gradi
ent divided by the projected area reported in Table I. The values for all leg geometries and both materials, higher manganese silicide (HMS) and bismuth telluride (where BT
abbreviates Bi2Te2.7Se0.3), are reported. The conventional cuboid geometry is indicated in bold to enable comparison of the novel geometries to the standard one. The temper
ature gradients for HMS and BT were determined using the hot side temperatures of 400 °C and 70 °C, respectively.
Triangular Square Circular
Trapezoidal
(large base)
Trapezoidal
(small base)
HMS BT HMS BT HMS BT HMS BT HMS BT
Hollow 94
(5.2)
8.7
(0.48)
87
(4.9)
7.9
(0.44)
82
(4.6)
7.3
(0.40)
Filled 69
(7.7)
5.8
(0.65)
64
(7.1)
5.3
(0.59)
60
(6.6)
4.8
(0.54)
50
(3.1)
3.9
(0.24)
88
(5.5)
8.0
(0.50)
Layered 138
(9.2)
15
(0.99)
132
(8.8)
14
(0.94)
130
(8.7)
14
(0.92)
minimal change in electrical resistance. The variation in electrical
resistance occurs due to the variation of resistivity with temperature
as the cross sectional areas of the filled geometries are equal. The
trapezoidal shape with the small base yields higher output power
compared to the filled square leg. The hollow geometries result in
higher output electrical power than the filled geometries, and the
layered geometries show the highest benefit in terms of output elec
trical power.
Areal power density is a useful metric because it normalizes
the electrical power output by the surface area the thermoelectric
module would consume. For individual legs where the cross
sectional area varies along the length of the leg, the relevant area is
the maximum cross sectional area (including hollow regions), or
the projected area, because this area would determine the
minimum sizing of the thermoelectric module. Figure 5(b) shows
the areal power density the power divided by the projected area
in W/m2 for the various geometries. In contrast to the comparisons
for the peak output power, the peak areal power densities for filled
and hollow geometries are similar. The trapezoidal shape has low
areal power density, even lower than the conventional filled square
shape. This result is in agreement with the conclusion of Ref. 30.
The layered geometries have the highest areal power density, with
maximum areal power densities that are 35% 55% higher than
their filled counterparts.
FIG. 4. Open circuit voltage and short
circuit current for each leg geometry for
(a) higher manganese silicide and (b)
bismuth telluride. The slope of each
line yields the electrical resistance of
the leg. The square (filled) geometry
most closely resembles the conven
tional leg geometry.
B. Module results
The impact of leg geometry on a collection of legs in a ther
moelectric module is depicted in Fig. 6 for the HMS material.
Figures 6(a) and 6(b) show the results for a conventional (square,
filled) leg geometry, while Figs. 6(c) and 6(d) show the results for
the square, layered leg geometry. The results show the strong
influence of surface to surface heat radiation, which leads to higher
temperatures on the top (cold side) of the four legs, which are
located in the middle of the thermoelectric module. Even in the
presence of radiation between the legs, the high thermal resistance
of the layered leg geometry shows significant benefit with a larger
temperature gradient across all the legs compared to the conven
tional geometry. The high thermal conductivity of the metal electri
cal connectors on the top causes them to act as thermal shunts,
which pull heat from the center to the edges of the module.
Figure 7 reports the output electrical voltage of the thermo
electric module as a function of the electrical current through the
legs, and the benefit of the layered geometry is demonstrated again.
The module with layered leg geometry shows a higher Voc
(217 mV) than the module with the conventional legs for which
the Voc is 46% lower (118 mV). While the module with the layered
leg geometry has a higher internal resistance (0.62Ω) than that of
the filled geometry (0 36Ω), the power output of the former is still
higher as shown in Fig. 7. The peak output for the layered leg
module is 19 mW, which is 48% higher than the power of the filled
leg module (9.9 mW). The corresponding peak areal power densi
ties for the layered and filled legs are 39W/m2 and 20W/m2,
respectively, for the 22 × 22mm2 module. Despite the thermal
radiation between layers in the layered leg geometry, the overall
temperature gradient across the entire leg remains higher with
FIG. 5. Output electrical power for legs made of [(a) and (b)] higher manganese silicide and [(c), and (d)] bismuth telluride. [(a) and (c)] Output electrical power as a func
tion of the electrical current for the various leg geometries. [(b) and (d)] Output electrical power normalized by the leg’s projected area as a function of electrical current for
various leg geometries.
FIG. 6. Module simulation results showing gradients in [(a) and (c)] temperature and [(b) and (d)] electrical potential for modules with [(a) and (b)] conventional and
[(c) and (d)] layered leg geometries where the legs are composed of HMS.
FIG. 7. Open circuit voltage and
output electrical power for modules
with square legs of filled and layered
geometries. The results are for a
module modeled with HMS legs.
layered legs leading to higher Voc and output electrical power.
These results indicate that legs with complex shapes such as multi
ple layers spaced with voids are beneficial for thermoelectric
module performance.
IV. CONCLUSION
Simulations of both traditional and novel thermoelectric leg
geometries show that complex geometries (e.g., layered structures
where the cross sectional area varies along the length of the leg)
can result in higher thermal resistances and output electrical power
from thermoelectric modules. The results presented here point to
the strong potential offered by thermoelectric legs with interior
voids and hierarchical geometries. However, legs with complex
geometries are difficult to achieve with traditional, subtractive man
ufacturing approaches. Additive manufacturing offers a solution to
this technical challenge since it enables the fabrication of custom
ized parts with small, complex features. Recent work on additive
manufacturing of thermoelectric materials demonstrates the poten
tial of this fabrication approach and enables new capability and
adaptability for thermoelectric technologies.
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